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Type  ECO CKR 912 ECO CKR 916

Order number  940 228-001 940 229-001

Applications Device type Single switch Single switch

Inputs 9 9

Outputs (subscribers) 12 16

Frequency range terrestrial 47 – 862 MHz 47 – 862 MHz

SAT 950 – 2150 MHz 950 – 2150 MHz

Tap out terrestrial 4 dB 2 dB

SAT 0 dB 0 dB

Isolation terrestrial 30 dB 30 dB

SAT/terrestr. SAT 25 dB 25 dB

Isolation terrestrial 30 dB 30 dB

SAT/SAT SAT 25 dB 25 dB

Isolation terrestrial 30 dB 30 dB

subscriber/subscriber  SAT 25 dB 25 dB

Output level SAT 1) 100 dBµV 100 dBµV

Switching vertical /horizontal 14/18 V 14/18 V

low/high band 0/22 kHz 0/22 kHz

LNB remote feeding max 800 mA max 800 mA

Power connection 230 V~/50 Hz 230 V~/50 Hz

Dimensions W x H x D mm 460 x 103 x 71 560 x 103 x 71

Weight                              g 1750 2000

DiSEqC 2.0 DiSEqC 2.0

1) in accordance with EN 50083, Part 5 for interference products, third order at 35 dB IMA


